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 PVC rigid pipe and fitting feature their ex-

cellent phamacopoeia and corrosion

resistance, electricity insulation and fire

retardance and due to their high strength,

light weight, small fluid resistance causing

no influence on water quality, cheap and

easy installation. They supply, electrical,

fuelgas, chemical-en-gineering are widely ap-

plied to engineering field as conduit for wa-

ter-agriculture, fishery construction and sew-

erage and they have become the most wel-

comed conduit material.

 All types of PVC rigid pipe and fitting bear-

ing "NAN YA" trademark come in full vari-

ety of specification and possess excellent

quality, which are awarded the honor to use

the first "GENUINE" make granted by cen-

tral standard bureau of ministry of economic

affairs of R.O.C.

 At present, our company owns the largest

and finest production equipments in the

whole country with a capacity meeting no

rivalry and our distribution channels spread

all over the world. To meet the market

promotion, we shall continue expanding our

capacity, increase our output so that our tre-

mendous capacity punctual delivery, excel-

lent quality good service and reputation can

be further exalted and glorified.



57

CONTENTS1

1



2

2
Characteristies and application of PVC Pipe and Fitting2



3

Characteristies and application of PVC Pipe and Fitting2

3



4

Chemical and Physical Properties of PVC Pipe and Fitting3



5

Chemical and Physical Properties of PVC Pipe and Fitting3



6

Chemical and Physical Properties of PVC Pipe and Fitting3



7

Chemical and Physical Properties of PVC Pipe and Fitting3



8

Chemical and Physical Properties of PVC Pipe and Fitting3



9

Chemical and Physical Properties of PVC Pipe and Fitting3



10

Chemical and Physical Properties of PVC Pipe and Fitting3



11

Chemical and Physical Properties of PVC Pipe and Fitting3



12

Chemical and Physical Properties of PVC Pipe and Fitting3



13

Chemical and Physical Properties of PVC Pipe and Fitting3



14

4
Specification of PVC Pipe4



15

Specification of PVC Pipe4



16

Specification of PVC Pipe4



17

Specification of PVC Pipe4



18

l l l

Specification of PVC Pipe4



19

Specification of PVC Pipe4



20

Specification of PVC Pipe4



21

l

l

l  

Specification of PVC Pipe4



22

l

l

l  

Specification of PVC Pipe4



23

Specification of PVC Pipe4



24

Specification of PVC Pipe4



25

Installation of PVC Pipe5



26

Installation of PVC Pipe5



27

Installation of PVC Pipe5



28

Installation of PVC Pipe5



29

lllll

l

Specification of PVC Fitting for Water Supply6



30

lllll lllll

Specification of PVC Fitting for Water Supply6



31

lllll lllll

lllll

Specification of PVC Fitting for Water Supply6



32

lllll
lllll

lllll
lllll

Specification of PVC Fitting for Water Supply6



33

lllll
lllll

lllll
lllll

Specification of PVC Fitting for Water Supply6



34

lllll
lllll

lllll
lllll

Specification of PVC Fitting for Water Supply6



35

lllll

lllll

Specification of PVC Fitting for Water Supply6



36

lllll

lllll

Specification of PVC Fitting for Water Supply6



37

lllll

lllll

Specification of PVC Fitting for Drainage7



38

lllll

Specification of PVC Fitting for Drainage7

lllll

lllll



39

lllll lllll

lllll lllll

Specification of PVC Fitting for Drainage7



40

lllll lllll

lllll

Specification of PVC Fitting for Drainage7



41

lllll lllll

Specification of PVC Fitting for Drainage7



42

lllll lllll

Specification of PVC Fitting for Drainage7



43

lllll

Specification of PVC Fitting for Drainage7

l l



44

lllll lllll

lllll lllll

Specification of PVC Fitting for Sewerage & Drainage8



45

l l

Specification of PVC Fitting for Sewerage & Drainage8

lllll

lllll



46

l l l

Specification of PVC Fitting for Sewerage & Drainage8



47

(1) Nan Ya Vinyl Adhesive9
NAN YA Vinyl Adhesive was reserved for the uses

of rigid PVC products, as PVC pipe, PVC fitting etc.

It suits the installation of PVC pipe lines during dif-

ferent temperatures,  by the way the product's quali-

ties and physical properties are all apply to stan-

dard CNS 6224.

When the PVC pipe lines were installed by NAN

YA Vinyl Adhesive, the PVC pipe lines will start to

transfer water after wait for 24 hours.  But if the

temperature is under 5 , the PVC pipe lines need

to keep 48 hours waiting affer installed, then start

to transfer water.

No Eating

Packing Category :

 180KG, 16KG, 1KG, 500G, 100G
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(2) Nan Ya High Impact Vinyl Adhesive9
NAN YA High Impact Vinyl Adhesive was reserved

for the uses of high impact products, as high im-

pact PVC pipe, high impact PVC fitting etc. It suits

the installation of high impact PVC pipe lines dur-

ing different temperatures,  by the way the product's

qualities and physical properties are excellence.

No Eating

Packing Category :

 1KG
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Standardization of Management10
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